WILLARD CUTTER-BENDER

1 - Grease fitting =

2 - Socket cap screws - 17

1- Back plate

NO.1 - Cutter bushing =

2 - Cotter pins - 11/4”.“)

1- Roller pin m
1- Roller m

1- Willard housing m

1- Handle - 535" x 11"'a

2 - Wing nuts .7\
.@s
(&)
2 - USS flat f
washers

&)

1- Handle clip =—”

1- Top split washer (with ear)

46 - Roller bearings
NO.2 - Cutter bushing (set into grease)

m 1 - Hub - 35" x 415"

a 2 - Finished hex nuts - 115"

Q- 2 - Carriage bolts - 21" x /5"

PART NUMBER LIST

(2” X b X 66”)
2 - Carriage 101
bolts - 27/4” | N\ 102
e 103
' i 104

105
106
107
108
109
110
111

112
113
114

BUSHINGS (SET OF 2)

HANDLE

HANDLE CLIP

ROLLER BEARINGS (SET OF 46)
SPLIT WASHERS (SET OF 2)

ALLEN CAP SCREWS - 3/4” (SET OF 6)
STEEL HUB - W/ CUTTER INSTALLED
ROLLER

ROLLER PIN

HOUSING

BACK PLATE

ALLEN CAP SCREWS - 1” (SET OF 2)
GREASE FITTING

WING NUTS & BOLTS (SET OF 2 EA.)



